
eCall Kit / EE518CKR(B)
Multi-function Emergency Call Station Kits

EE518CKR(B)
eCall Kit, EE-EE518CKR ( Built-on Red high intensity LED) or EE-EE518CKB (Built-on Blue 

high intensity LED) is ideal for any stand-alone emergency “call station”. It is designed for 

senior apartments, hospitals, clinics, etc, available to custom made ”Specific Voice massage” 

or “Call tone” with MCU processing safety enhancement.

 eCall Kit EE518CKR(B) has unique ability to playback a 20-second recorded message on a 

single channel. This reduces installation expenses and can be used for many types of 

applications.  eCall Kit comes with an on-board mic, speaker with volume control, and a 2-watt 

amplifier. Messages are stored in the nonvolatile memory and can be changed or re-recorded 

any time by user.

Wide Range (9V – 24VAC or DC) Power supply capable with standard 9V battery back-up (30 

days+).

Easy installation and recording your own ”Help!” Voice. 

FEATURES & BENEFITS:
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Self Contained - Standard Single Gang 

Mounting Setting

20 - Second Recording Time

On Board Mic and Volume Control  

Built-in 2 - Watt AMP and 2 ½’ Speaker 

Exclusive External Recording Process 

made its Secure and Easy

Multiple Trigger with Selectable Latch or 

Momentary

On Board Super Hi-Intensity LED Alert 

Flashlight

External Speaker Output Up to 35W 

Speakers or Input to PA Amp

External 9 - 24v AC or DC Operation

Integratable with New or Existing Nursing  

Call Systems 

APPLICATIONS:

EE518CKR with Red 

Hi-Intensity Flash Light
Typical Job Layout
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EE518CKR with Blue

Hi-Intensity Flash Light

EE518CKB/R Complete Kit 

eCall station EE518CK, Installed at front door 

or hallway

Pull Box, Installed

at Bedroom  

Pull Box, Installed

at Bathroom  

Front Entry
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EE518CKR(B) BASIC 

HOOK UP LAYOUT

Power

Supply

N/O

N/O

To Next Unit

* Suggested:

Test Battery Every Week

If in use.

110VAC

 or
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Pull Box #2

Standalone

 or Integrated 

to any type the 

Call and Safety 

Control Systems
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* 9V Battery
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** SPECIFICATIONS: 

Operation Voltage : 9 - 24v AC or DC 

Current Consumption: 0.3mA Standby, 

200mA Trigger / Loan

20 – Second Voice Recording Time

Trigger Voltage: 5V DC

AMP Power: 2W

External Speaker Output Up to 5W

Weather Approved Plastic Enclosure

Dimensions: 4 1/2"  X  2 1/2" X 1 1/2"

Weight: 0.4lb ** eCall Kit is not a life saving device, it’s 

designed to enhance safety and additional 

functions with the system
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